


Product Model 

PV Input (DC) 
Max. PV power 
Max. PV voltage 
Rated PV voltage 
Max. PV input current 
MPPT voltage range 
MPPT number 

Battery Side Data 
Battery voltage range 
Rated battery voltage 
Max. charge / discharge current 

Grid AC Data 
Rated AC power 
Rated grid voltage 
Rated grid frequency 
Rated AC current 
Max. AC current 
Power factor 
THD 

Load AC Data (EPS/UPS/Off-grid) 
Rated power 
Rated AC voltage 
Rated frequency 
Rated current 
Maxi. AC current 
Switching Time 
Peak Power @25 "C 
THO (Linear load) 

Efficiency 
MPPT efficiency 
European efficiency 
Max. efficiency 
Charge/Discharge efficiency 

Protective Function 
DC reverse-polarity protection 
Anti一islanding
Residual Current Protection 
AC Short-circuit Protection 
AC Over CurrentNoltage Protection 
Integrated DC Switch 
Insulation Monitoring 

General Data 
Size (width X high X depth) 
Weight 
Standby consumpt1on 
IP Grade 
Working temperature 
Altitude 
Noise emission 

ooling 
｀ 

�o�_munication interface
Disp|怠y

SMT-1 OK-TL-TH 

14000W 
1000Vdc 
720Vdc 
12.5A / 12.SA 
200-880Vdc
2

180-800Vdc
400Vdc
25A / 25A

10000W 
230Vac I 400Vac;220Vac I 380Vac;3/N/PE 
50Hz I 60Hz 
14.5A 
16 7A 
0.8cap... 0.8ind 
<3% 

10000W 
400Vdc;380Vdc;3/N/PE 
50HZ / 60HZ 
14.5A 
16 7A 
10ms 
11kW*30min;13kW*5min;15kW*5s 
<3% 

99.9% 
97% 
97.6% 
97.6% / 96% 

Yes 
Yes 
Yes 
Yes 
Yes 
Yes 
Yes 

548*550*188mm 
<40kg 
<20W 
IP 65 
-25 t:... +60 t:
<2000M
<30dB
Natural cooling
WIF|、GPRS (optical)、RS485
LED


